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Introduction

This document describes the step-wise procedure to install and configure the device type for Toshiba e-STUDIO455Series
printers in SAP R/3. SAP administrator can implement the printer specific features by inserting the necessary PJL/PCL
commands given in the Device configuration section. The version of the SAP environment used is 4.7.

l SAP Printing Environment

SAP Server < SAP Client

l

Device type file |4«—»| SAP Spool System

l

Host Spool System

l

Physical Printer

-

SAP Client raises the print Request.

SAP Server will pass on the request to SAP spool system based on type of printer selected by the Client program.

3. SAP spool system will consult Device type file (.PRI File) corresponding to the output device. Based on configuration
and control information present in Device type file, it will generate Printing data and Control Information.

4. Based on the “Access method” configured for the output device, SAP Printing Subsystem will operate in the respective

way.

N
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Installation

To install a new device type into SAP, follow the procedure described below.
After you have logged on to SAP, the following screen is displayed.

DO EE @E

SAP Easy Access
G| | |[*][~]

= 3 SAP menu
> [ Office
I» [ Cross-Application Components
[ [ Lodistics
> [ Accounting
I [ Human Resources
[ 1 Information Systems
B [ Tools
= & Favorites
[l SPAD - Tools -= CCMS -= Spool -= Spoal Administration
[l SMARTFORMS - Tools -= Farm Printout-= Smart Farms
[l SPAD - Spoal Administration

[ JENT (1) (1003 Pl pdeent INS
"

© SAP is a trademark of SAP AG.

Click on the “Spool Administration” tab.

SAF Easy Access

8[| S| (& 58] [2] | [v][~]

= 3 SAP menu
> [ Office
I» [ Cross-Application Components
[ [ Lodistics
[ [ Accounting
I [] Human Resources
[ 1 Information Systems
I [ Tools

Fe] SPAD - Toois-= CCMS = Spaol -= Spoal Administration

- Fools-=Farm Frintout-= smart Forms:
[l SPAD - Spoal Administration

[ | ENT ¢y (1omy P2l pdcent INS

© SAP is a trademark of SAP AG.

Once you press “Enter”, the following screen is displayed.
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HiG@ae 2 EE D008 EE @M

Spoof Administration: Initial Screen

Extendd admin | Full administration |

© SAP is a trademark of SAP AG.

Press on the push-button “Full administration”. The following screen is displayed.

HiIC@e DEE SG00 EE G
Spooi Administration: Initial Screen
7| Simple admin. || Extended adrin. |

© SAP is a trademark of SAP AG.

In the menu bar, go to “Utilities” -> “For device types” -> “Import” as displayed in the following screen.

Installation




Utilities

B ‘1 =] Foroutput devices TE @

For device types Test data (ABAF)

Forcharacter sets Test data (SAPscript)

| Simple admin. H Extended adrmin. | For output managerment system Copy device type
Display SAPPARAM Delete device type
Spoal Iock overvew Expart

Spoof Administration: Initia

Devices [ servers
Change Requests (Organizer Irport

Output devices |
Spoal servers
Access methods

Destination host

Check installation

[ | ENT ¢ty (1omy P2 pdcent INS
-

© SAP is a trademark of SAP AG.

Once you press “Import”, the following screen is displayed.

g 0B e@e DR an00 BE @
SAPscript Export to Dataset / SAPscript import from Dataset

Object selection and session ctrl
() Farm
() Style
() Btandard text
Text 1D 8T
Language  EN
@ Device Type
Ohject name ZT5B465
Mode (EXPORT/IMPORT) IMPORT

Ctrl parameters for file operation
@ Fromfon frontend

(") From/on application server

File Name CltemplrrE LS R
1 Binary file farmat

[ Display dataset contents

Control of language versiohs

Language vectar
[] ©nly expart original languane

[ | ENT ¢y (1omy P2l pdcent INS
-

© SAP is a trademark of SAP AG.

Select the radio button “Device Type” and enter the name of the device type (.PRI) file without file extension in the input
field box “Object name” (E.g. if the device type file name is ZTSB455.pri, enter only ZTSB455) as shown in the screen

above. Make sure the entry in the field “Mode (EXPORT/IMPORT)” is written as “IMPORT”.
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| on]iD ece DEE nCLn DR @
SAPscript Export to Dataset / SAPscript import from Dataset

() Farm
) Style
() Btandard text
Text 1D ST
Language EN
@ Device Type
Qhjectname ZT5E455
hode (EXPORT/IMPORT) IMPORT

@) From/on frontend
() Fromion application server

File Name CiemplrTTTT R AR S
[1Binary file farmat

[ Display dataset contents

Language vectar
[C] anly export original language

© SAP is a trademark of SAP AG.

Press “F8” to proceed with import. The following screen will be displayed.

H @@ SEE HDHH EE

Package
Person Respaonsible SENDHILR

Original Systerm [ENT
Otiginal language [ ]

B Crromen | 2 Lorkovemaw (8 3¢

© SAP is a trademark of SAP AG.

To locate the ZTSB455.PRI on local system, press “Local Object”. The following screen will be displayed.

Installation 11



JH & @68 BB a8EE @ E

SAP

RO ewn s

Patckage
Person Responsible SENDHILR

Criginal Systern ENT Lookjr (23 LOIRE
Original language

‘ Local Ohject ||‘g Lock Overview

File name: ZT5B455.FRI Open

Files of type: (] Cancel

[ | ENT ¢ty 1oy P2 pdcent INS 2
=

© SAP is a trademark of SAP AG.
1. Locate the ZTSB455.pri file.

2. Press “Open”.
Import process will start as soon as “Open” is pressed.

On successful completion of import, the following message would be displayed.

IH Qe BRERER Do EE @
SAPscript Export to Dataset / SAPscript import from Dataset

SAPscript Export to Dataset ¢ GAPscript Import from Dataset 1

I[«10]

EEEAfTEERALEEERZLeERAERRARLE0s Start SAPecript Transporter RSTXRITR #5t##2s

Spooler informed of change

0l

[ JENT (1) (100) Pl pdeent INS d
e

© SAP is a trademark of SAP AG.
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Verification of Device Type File

Once the device type is imported, it needs to be verified whether the newly imported device type appears in the standard
list of all device types in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

H GE& | OERE 8508 EE @ D
Spool Administration: Initial Screen

Simple admin Full administration

© SAP is a trademark of SAP AG.

Click on “Full administration” and the following screen will be displayed.
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HICE@ |0 REIES DO EE G

Spool Administration: initial Screen
| Simple admin H Extended admin |

© SAP is a trademark of SAP AG.

Click on the Device Types tab.

v \< Hie@d SHE 008 RE| @
Spool Administration: Initial Screen
| Simple admin, || Extended admin, |

DeviceTypes

Print Control

Fomat Types

Fage Fomats
%
%

© SAP is a trademark of SAP AG.

On clicking on the “Device Types” button, list of device types will be displayed as in the following screen.
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etype  Edit Utilities ern  Help

CEe SHE DA RE @m
Spool Administration: List of Device Types ( 181 Entries)
208 a9 %

Dev. Type Mame

FLAIN S8APscript RDI (ASCII)

FOST2 F& Tw.2 180 Latint R4.GA+ONLY!
POSTGRAP Postscript device for graphic
FOSTSCPT OBSOLETE: use POSTZ

OMSP5410 OBSOLETE: use POST2

54440XT6  SEL Alcatel 4440XT, GERMAM
SAPCOMMF  Simple SAPcomm Telefax

SAPGOF Generic output format ASCI
SAPGOF_E Generic output format  EBCDIC
SAPWIM Rel. 4. x/5APTpd 4. 09+ ONLY
SAPWINS  Rel 3.0E+/SAPTpd 3.08+ IS0-5
SAPWINJP Ohsolete dewice, use JPSAPWIN
SCREEN ShPscript screen device type
SWI2EXNE GSWI 20XX-8 Laser Printer
ENI4089  Siemens/Nixdorf 4809 (EPSON
SNI4810  Siemens/Mixdorf 4010 (EPSON
SNI4811 SNI 4011 24-pin (LOB5E+ emul.)
SNISE14  Siemens/Mixdorf 9014 (EPSON
SNIZD13  Siemens/Mixdarf ZD13

SWIN Rel. 4 x/5APTpd 4. 00+ ONLY
SWINU Unicode REAP1ists SAPTpd 6.00+
THESCPZ  EPSON ESC/P2 Thai Printer
THSRPWIN MS-Windows-Printer wia SAPLFD
THSPOST  Thai PostScript printing
TOPCALL  TOPCALL: Telefax

TOPCALLT TOPCALL: Teletex

TOPCALLY  TOPCALL: Telex

TWBE77 IBMBE77

TWHPLJ4  HP LaserJet PCL-5 Trad.Chinese |
TWSEPWIN M5 Windows driver wia SAPLPD
TWSPOST  Taiwanese PostScript printing
UCPLAIN  SAPscript RDI (Unicode

Formats PrintCantrals

WWIPS PostScript-Printer

¥SF SEF Smart Forms: XSF Busgabe
ME RO Murater 4o Ll LY =T =1

|z758455  es45ESeries |

N

| b [ EnT ¢y 100y P2l pdcent | INS

© SAP is a trademark of SAP AG.

The newly imported device type ZTSB455 should appear in this list of device type. If the ZTSB455 is not displayed, it
implies that import has not been successful for which the Installation procedure described earlier needs to be repeated
and verified.
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Creation of Output Device

In SAP R/3, a device type needs to be assigned to an Output device to utilise its printing features. Follow the procedure
described below to create an output device and assign a device type to it.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

HiCG@ae& DEE D008 EBE @

Spool Administration: Initial Screen
| Simple agmin. || Full administration |

© SAP is a trademark of SAP AG.

Click on the “Output devices” and the following screen is displayed.

18 Creation of Output Device



1 dH €ae CHE oo AE O

Spool Administration: List of Output Devices (Change) { 18 ent

w @@ a | a0l s 88

bew. | Dew. Type S5Spool servers Location or message i
B3 F e [
C.J44 F HESAPWIN

HP-CJ . F HPLJ4OER

HFP F HPLJ4060

K2 F WIPS

LPB1 F HPL14 befault Ent Printer

Local . F HPLM4

Mura F YMRYGOL

PD_TEST FXsF

PRINTER_B5_1024 F WWIPS

RID  F TWHRLJ4

SWIN F SWIN

Test Printer  F UCPLAIN

YERUP F TOPCALLX

k2 F HKSAPWIN

zdevice L SWIN pdcent_ENT_G0

2loc Lsum pcent _ENT_A0

zpri L SWIN pdcent_ENT_08

|

b [ENT (1) (100 Pl | pdcent | INS | é
e

© SAP is a trademark of SAP AG.

Press on the “Create” button, the following screen will be displayed.

DeviceAttributes

Device Tyne IZTSEIAGS eS4555eries

Device Class I Standard printer

Authorization Groug

Model
Location
Message

[ILack Printer in SAP System

[ | ENT ¢1) (1o P2l pdcent | INS ||
-

© SAP is a trademark of SAP AG.
Enter the printer name (Loire in the above mentioned example)
Associate output device ZTSB455: eS455Series device type.
Make sure Device class is “Standard printer”.
Click “Access Method” to visit the next part of output device configuration as shown in the following screen.

PoOoNd=
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Subsequently choose the appropriate “Host Spool Access Method” in the screen displayed below. Here it is selected as
“F”.

3453 33 | G (2] 1 @)

Spool Administration: Create Output Device

Host Spool Access Method F: Printing on Front End Caomputer

Host printer

[IMo Device Selection at Front) - print Lacally Using LPILPR
P: Device paol
5: Print Using SAP Profocol

U Print Using Berkeley Protocol
Mo status information availaly: sapcamm

Z: User-Defined Formatting Routine (Old)

[ VENT (13 (100 Pl pdeent INS
-

© SAP is a trademark of SAP AG.

0408 EHE @

Spooi Administration: Create Ouiput Device

Access Method

Host Spool Access Method F: Printing on Front End Computer

Host printer | _peFsuLT
1Mo Device Selection at Frontend

Mo status information available

[ VENT (1) (100 Pl pdeent INS
-

© SAP is a trademark of SAP AG.
1. Enter the Host printer name _DEFAULT.
2. Click on “Output Attributes” to visit the next part of output device configuration.
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3453 33 | G (2] 1 @)

Spool Administration: Cutput Device (Change)

S| B b |

1
SAP cover page language
[ nonitor using ronitoring architecture
[ ] Process requests sequentially
Pass Copy Counter to Host Spool System

Harizantal move
Vertical shift

[] Color printer Print mode DEFALILT: Printer default setting
Paper tray Default tray

1. (Optional), Administrator can enable printer for printing cover page by checking this check box.
2. Press “SAVE” and the Output device will be created.

© SAP is a trademark of SAP AG.
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Verification of Output Device

Once the output device is created, it needs to be verified whether the newly created output device appears in the standard
list of all output device in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

Hi¢G@ae SEE D000 EE @
Spool Administration: Initial Screen
|| Simple agmin, || Full administration |

© SAP is a trademark of SAP AG.

Click on “Output devices” to get list of all output device configured on the SAP/R3 system. Newly created output device
Loire should appear in this list.
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IOHE OO0 FE @ 6
Spooi Administration: List of Output Devices (Change) ( 19 ent
& HE& T T0nE B E

Dev. Dev. Type Spool servers Location or message =
CJ3 F WWIPS )
CJ44 F HESAPWIN

HP-C.J F HPLJ4B800

HFP F HPLJ4B800

K2 F WWIPS

LFB1 F HPLJ4 Default Ent Printer

Local E_HPLI4

|Loire F 2156455 |

Hura F ¥YHRYEHL

FD_TEST F XSF

PRINTER_G5_1024 F WWIPS

RIO F TWHPL.J4

SWIN F SWIN

Test Printer F UCPLAIN

YERUP F TOPCALLX

k2 F HESAPWIN

zdevice L SWIN pdcent_ENT_B@

zloc L SWIM pdcent_ENT_00

zpri L SWIM pdcent_ENT_BE

»

b JENT (1 (100 P2 | pdcent NS y

© SAP is a trademark of SAP AG.

Newly created output device Loire should appear in the list. If newly created output device (NEW) is not displayed in the
list, repeat the process of creating output device.
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Editing the Device Type File

Once the device type is imported and verified whether the newly imported device type appears in the standard list of all
device types in SAP R/3 or not, device type file can be edited as per the requirement. To edit the device type file, follow the
steps given below.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

HiG@ae SEE A0 O0 EE @

Spooi Administration: Initial Screen
Simple admin. § Full administration

© SAP is a trademark of SAP AG.
Click on “Full Administration” and the following screen will be displayed.
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H & @& O ERIE DO aIER @ o
Spool Administration: initial Screen
| Simple admin H Extended admin |

© SAP is a trademark of SAP AG.

Click on the Device Types tab.

| 9B @e@ CHE nnan BE @M
Spool Administration: Initial Screen
‘ Simple admin H Bxtended admin |

DeviceTypes

Print Contral

o lioss
Laoe Formats
%
%

© SAP is a trademark of SAP AG.

On clicking on the “Device Types” button, list of device types will be displayed as in the following screen.
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Spooi Administration: List of Device Types ( 181 Entries)

8 & F ‘ o |I Formats I
3

PrintControls

—2)

Dev. Type Name

PLAIN SAPscript RDI (ASCIT)

POST2 PS 1v.2 150 Latinl R4 5A+DNLY!

POSTGRAP Postscript device for graphic
FOSTSCPT 0OBSOLETE: use POST2

OMSPS418  OBSOLETE: use POST2

54440XTE SEL Alcatel 4440XT, GERMAN
SAPCOMMF  Simple SAPcomm Telefax

SAPGOF Generic output format ASCIT
SAPGOF_E Generic output format  EBCDIC
SAPWIN Rel.4 . x/5APTpd 4 .09+ ONLY
SAPWINE  Rel 3 BE+/SAP1pd 3.88+ IS0-5
SAPWINJP DObsolete device, use JPSAPWIN
SCREEN SAPscript screen device type
SNIZ2OXX8 SMI 20XX-8 Laser Printer
SNI40088  Siemens/Nixdorf 4689 (EPSON
ENT4018  Siemens/Nixdorf 4818 (EPSON
SNI4011 SNI 4011 24-pin (LOBSO+ emul.)
SNI9814  Siemens/Nixdorf 9014 (EPSON
SNIZD13  Siemens/Nixdorf ZD13

SWIN Rel. 4 x/GAPTpd 4. 09+ ONLY
SWINU Unicode ABAPTists, SAPIpd 6.00+
THESCP2  EPSOM ESC/P2 Thai Printer
THSAPWIN MS-Windows-Printer via SAPLPD
THEPOST Thai PostScript printing
TOPCALL  TOPCALL: Telefax

TOPCALLT TOPCALL: Teletex

TOPCALLX TOPCALL: Telex

TWEETT IBMBETT

TWHFLJ4  HP LaserJet PCL-5 Trad.Chinese |
TWSEPWIN M5 Windows driver wia SAPLFD
TWSPOST  Taiwanese PostScript printing
UCPLAIN  SAPscript RDI (Unicode

WWIPS PostScript-Printer

X5F SAP Smart Forms: XSF Ausgahe

MRYSD uratec ¥-2350/2850 PCL POSS
7168455 Jesassseries

1)
| [ [ ENT 1y (100

pdcent | ING %

© SAP is a trademark of SAP AG.

1. Select the device type file to be edited ( ZTSB455 in the above mentioned example ).
2. Press “F8” to edit the selected device type file.
3. Click “Formats” to view different types of formats of the selected device type file as shown in the following screen.

Utiliti

& B dHeEae CHE DO HE @

Spooi Administration: Formats for Device Type ZTSB455
78 & F | 6w

Format Ty Format PL ReferenceComment
Lines Columns

[N 5 DINA3 i SAPscript DIN A3 (Caution: Only supported by a Tew dewice types)
5 DINMA X X SAPsCript 8 1/2 * 11 paper size equivalent (US)

B 5 DINAS X SAPscript DIM AS (Caution: Not defined for all device typesl)
EXECUTIY S EXECUTIV X X SAPscript US EXECUTIVE
INCH11 s IWCH11 X SAPscript format for 11 inch continuous form (=66 lines at 6 1pi), no title
INCH12 § INCH1Z X SAPscript format for 12 inch continuous form (=72 lines at 6 1pi)
INCH4 s THCH4 X GAPscript format for 4 1/6 inch continuous form (=25 T1ines at 6 1pi), no tit]
INCH4C 5 INCHAC X SAPscript format for 4 inch continuous form (=24 Tines at 6 1pi), no title
INCHE 5  INCHB X SAPscript format for B inch continuous form (=36 Tines at 6 1pi), no title
INCHE 5 INCH3 X SAPscript format for 8 inch continuous form (=48 Tines at 6 1pi), no title
LEGAL 5 LEGAL X SAPscript US LEGAL
LETTER 5 LETTER X X SAPscript US LETTER
LINE_21 5 LINE_21 X SAPscript format for 3 1/2 inch continuous form (=21 Tines at 6 1pi), no titl
LINE_22 s LINE_22 X SAPscript format for 3 2/3 inch continuous form (=22 lines at 6 1pi), no titl
¥_44 128 L ANY opp44  Be120 ABAPF4 Tist: At Teast 44 rows by 120 columns
¥_58_178@ L ANY 0pEseE  Be17n LBAPf4 Tist: At Teast 58 rows by 170 columns
r_B5_132 L ANY 0OEES  BE132 ABAF Tist: At least 65 rows by 132 columns
%_B5_255 L ANY 0OBES  BEE5E ABAF/4 Tist: At Teast G5 rows with a maximum number of columns
%_B5_80 L ANY 00065 B0080 ABAP/4 Tist: At Teast 65 rows by 80 columns
%_90_128 L ANY 0oeae  ee1z20 ABAP Tist: At Teast 90 rows hy 120 columns
%_PRPER L ANY ooe1e  eeg1o ABAP/4 Tist: Default 1ist formatting
%_SPOOLERR L ANY opsE1  Beeet ABAP 1ist: Spooler problem report
Z1BK s 216K XX ABAP 1ist: Spooler problem report
Z8k s 28K X ABAP 1ist: Spooler problem report
ZB4 5 ZB4 LX ABAF 1ist: Spooler problem report
ZBS 5 ZBh X ABAF 1ist: Spooler problem report
ZCOMPUTE S ZCOMPUTE X X ABAP 1ist: Spooler problem report
ZFOLIO 5 ZFOLI0 X X ABAP 1ist: Spooler problem report
ZLEDGER 5  ZLEDBER X X ABAP 1ist: Spooler problem report
ZLEGAL13 s ZLEGAL13 X X ABAP 1ist: Spooler problem report
75085 5 78085 X ABAP 1ist: Spooler problem report
ZETATE s ZSTATE x X ABAP 1ist: Spooler problem report

I [ENT (1) (100 P2l pacent IS

© SAP is a trademark of SAP AG.
Select the format to be edited by double clicking that format (DINA4 in the above mentioned example). The following
screen will be displayed.
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GO EEE BDDLanIEE @

Formats

3.l Jactions |original___[origTyn |
Printer initialization I

Reset after exit

Cover page

First page

Start of even page

Start of odd page

Start of page

End offirst page

End of even page

End of odd page

End of page

Start ofline o an even page

Start of line on an odd page

Start of line

End ofline on an even page

End of line oh odd page

End ofline

(nifeareltediedediniEea el vl EelEvaEeREeRinll ] [u]

LD [« (]

[ | ENT (13 (100 P2 | pdeent

© SAP is a trademark of SAP AG.

Select the section where the PJL is to be edited from the different sections available for the format (Printer Initialization
section in the above mentioned example) by double clicking that section. The following screen will be displayed.

51042 EFE @

¥e54555eries SAP Device Type File Version 1.80
¥enter PUL mode

Ye%-12345XEPJL COMMENT TOSHIBAR eS54555eries PCLGYrAN
#5elect the Resolution at which it should be printed
EPJL SET RESOLUTION=GEBYrin

A#@PJL COMMENT DSSC PRINT XYRESOLUTION=GOO0xEAELrYn
¥Hormal Printing

@PJL COMMENT DSSC PRINT PRINTHODE=NORMAL‘rAn

¥Proof Printing @ Disable Normal print mode to print in Proof Print
A#@PJL COMMENT DSSC PRINT PRIMTHMODE=PROOF%rin
¥Private printing @ Set § digit PRIVPRINT code
#@PJL COMMENT DSSC PRINT PRINTHMODE=PRIVATE\rin
#@PJL COMMENT DSSC PRINT PRIVPRINT=12345%r\n

#Box Mode: For Public Box use 800 , for private use three digit no
#@PJL COMMENT DSSC PRINT PRINTMODE=BOX\rin

#@PJL COMMENT DSSC BOX BOXNO=116\rhn

#@PJL COMMENT DSSC BOX BOXNAME=\rin

#@PJL COMMENT DSSC BOX BOX=1i\rin

#1T Private Box, then set Boigit BOX PASSWORD
#@PJL COMMENT DSSC BOX BOXPASSWORD=12345%r\n

@PJL COMMENT DSSC PRINT COLLATE=1M\r'in

@PJL COMMENT DSSC PRINT ALTERMATION=@ irin

¥Select Paper Size

#@PJL SET PAPER=A3\rin

EPJL SET PAPER=84M\rhn

#@PJL SET PAPER=A5'rin

#@PJL SET PAPER=B4‘rin

#@PJL SET PAPER=BS\rin

#@PJL SET PAPER=LETTER\r'n

#@PJL SET PAPER=LEGALMr'n

#@PJL SET PAPER=LEDGER\r‘n

#@PJL SET PAPER=STATEMENT\rin

#BPJL SET PAPER=FOLIONVF'n

#@PJL SET PAPER=COMPUTERMFAN

#13 inch Tegal

#@PJL SET PAPER=LEGAL13%rin

HCriimrn @ F dweb bu O F ineh

[ |13, co4s [Ln1-Ln37 ot 141 lines

b JENT (130100 Pl pdcent | INS |

© SAP is a trademark of SAP AG.
Edit the data as per the user requirement as shown in the following screen.
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Tzhle Edit Goto LHilities ul

Ul e@@ DHE OThOD BE @M
3)

Printer init.

L) ) ) sl ) @ic)

#EPJL SET PAPER=LEGAL\rin

#BPJL SET PAPER=LEDGERArSR

#BPJL SET PAPER=STATEMENTYrA\n

#EPJL SET PAPER=FOLID\r'n

#BPJL SET PAPER=COMPUTER‘rin

#13 inch legal

#BPJL SET PAPER=LEGAL13%rin

#5quare 8.5 inch by 8.5 inch

#BPJL SET PAPER=S085\r%n

iDicahle Duplex =
FIL_COMMEWT DSSC PRIWT DUPLEX:B\F\H|1,

dEnable Long Edge Duplex

JL COMMENT D55C_PRINT DUPLEX=14rin ] 2)

Enable Short Edge Duplex

#EPJL COMMENT DSSC PRINT DUPLEX=2%r%n

#Portrait

EPJL COMMENT DSSC PRINT ORIENTATION=BA\rin

#Landscape ol

#EPJL COMMENT DSSC PRINT ORIEWTATIOM=1\rin

#0ut Tray selection

EPJL SET OUTBIN=OPTIONALOUTEIMIArin

#BPJL SET OUTBIN=0PTIOMALOUTEIMZArSn

#Enable "Inner Tray" as Outhin if hoth Trays given above are disabled

#If "Hole Punch" or "Stapling" is enabled, Do not enable "Inner Tray"

#If "0ffset Stacker" is attached, enable the "Inner Tray" hecause the

#the driver cannot handle "0ffset Stacker" function and is up to Hudson

#controller

#BPJL SET OUTBIN=UPPERAr'n

#Enable the "Job Separator” Upper

#BPJL SET OUTBIN=OPTIOMALOUTEIMANESR

#Enable the "Job Separator® Lower

#BPJL SET OUTBIN=0PTIONALOUTEINSArSn

EPJL COMMENT DSSC PRINT SC=5\rin

#User login ID

BFJL COMMEMT DSSC PRINT USERLOGIN=% (EMPFAENGER)\rin

#No HOLEPUMWCH

GO Il COMMCMT NCCr DDTMT Ul COUMCU-@tetn

—

—

[4][v]]

=~ |Li44, o |Ln32- Ln 68 of 143 lines

1> [ ENT (1) 100y P2 pefeent | INS .

© SAP is a trademark of SAP AG.

Suppose if the user wants to select the PRINT DUPLEX mode value as Long Edge (DUPLEX=1) instead of the default
value simplex (DUPLEX=1), then

1. Insert the comment (#) for the pjl PRINT DUPLEX=0.
2. Remove the comment (#) from the pjl PRINT DUPLEX=1.
3. Press “SAVE”. The following screen will be displayed.
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g = sliHlece DHE oopn BF @M
Maintain Fonnat DINA4 for Device Type ZTSB455

& dE | B R 3

; : 158455

Formats

© SAP is a trademark of SAP AG.

When you press “SAVE” again, the following screen will be displayed.

g] 200 @u@ CHR Dnon B N

Maintain Fonnat DINAA4 for Device Type ZT5B455

Farmats

© SAP is a trademark of SAP AG.

The edited data will be saved in the selected format (DINA4).
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H Input Tray Selection
No PJL control is available, so it should be implemented using PCL escape command sequence.
Auto Select <esc>&I17H
Upper Tray <esc>&I01H
Lower Tray <esc>&l4H
Tandem Tray <esc>&I5H
1st Pedestal <esc>&I5H
2nd Pedestal <esc>&I21H
External Tray <esc>&I20H
Bypass Feed <esc>&I2H
H Output Tray Selection

Following PJL would be used to achieve various OUTPUT Tray Selection.

e OQutput Tray 1

@PJL SET OUTBIN=OPTIONALOUTBIN1
e Output Tray 2

@PJL SET OUTBIN=OPTIONALOUTBIN2
* Inner tray

@PJL SET OUTBIN=UPPER
* Job Separator Upper

@PJL SET OUTBIN=OPTIONALOUTBIN4
* Job Separator Lower

@PJL SET OUTBIN=OPTIONALOUTBIN5

H Paper Selection

This control is accomplished using following PJL.
#@PJL SET PAPER=<PageCode>

Paper Size PageCode
A3 A3
Ad Ad
A5 A5
B4 B4
B5 B5
LETTER LETTER
LEGAL LEGAL
LEDGER LEDGER
STATEMENT STATEMENT
FOLIO FOLIO
COMPUTER COMPUTER
8.5 inch Square SQ85
13 inch Legal LEGAL13

H Duplex Selection

Following PJL would be used to achieve various duplex selections.

* No Duplex

@PJL COMMENT DSSC PRINT DUPLEX=0
* Long Edge Duplex

@PJL COMMENT DSSC PRINT DUPLEX=1
» Short Edge Duplex

@PJL COMMENT DSSC PRINT DUPLEX=2
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H Orientation Selection

Following PJL would be used to achieve orientation selections.

* Portrait

@PJL COMMENT DSSC PRINT ORIENTATION=0
* Landscape

@PJL COMMENT DSSC PRINT ORIENTATION=1

Bl Hole Punch

Following PJL would be used to achieve control over Hole-punching.

* No Hole Punch

@PJL COMMENT DSSC PRINT HOLEPUNCH=0
* Hole Punch Long Edge without Rotation

@PJL COMMENT DSSC PRINT HOLEPUNCH=1
* Hole Punch Short Edge without Rotation

@PJL COMMENT DSSC PRINT HOLEPUNCH=2
* Hole Punch Long Edge with 180 degree Rotation

@PJL COMMENT DSSC PRINT HOLEPUNCH=3
* Hole Punch Short Edge with 180 degree Rotation

@PJL COMMENT DSSC PRINT HOLEPUNCH=4

H Stapling Function

Following PJL would be used to achieve control over Stapling.

» Stapling Mode Top Left (Portrait) / Top Right (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=769

» Stapling Mode Left (Portrait) / Top (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=2

» Stapling Mode Bottom Left (Portrait) / Top Left (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=33027

» Stapling Mode Top Right (Portrait) / Bottom Right (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=387

» Stapling Mode Right (Portrait) / Bottom (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=130

» Stapling Mode Bottom Right (Portrait) / Bottom Left (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=33665

» Stapling Mode Top (Portrait) / Bottom (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=512

» Stapling Mode Bottom (Portrait) / Top (Landscape)
@PJL COMMENT DSSC PRINT STAPLING=33280

B Private Print

Following two PJLs would be used to achieve Private Print.
* @PJL COMMENT DSSC PRINT PRINTMODE=PRIVATE

* @PJL COMMENT DSSC PRINT PRIVPRINT=nnnnn
Where nnnnn is five-digit code for private printing.

B Proof Print

Following PJL would be used to achieve Proof Print.

@PJL COMMENT DSSC PRINT PRINTMODE=PROOF

H Hold Print

Following PJL would be used to achieve Hold Print.

@PJL COMMENT DSSC PRINT PRINTMODE=HOLD
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H Booklet and Saddle Stitch

Booklet printing can be achieved using
@PJL COMMENT DSSC PRINT BOOKLET=LT

Saddle stitch can be achieved using
@PJL COMMENT DSSC PRINT STAPLING=1028

Booklet function is dependent on Short Edge Duplex printing, Saddle stitch, Left to Right Printing, and the type of paper to
be used. Hole punching also needs to be disabled. Therefore, for Booklet printing, the following combination of commands
needs to be enabled.

#@PJL COMMENT DSSC PRINT HOLEPUNCH=0
#@PJL COMMENT DSSC PRINT DUPLEX=2
#@PJL COMMENT DSSC PRINT STAPLING=1028
#@PJL COMMENT DSSC PRINT LEFTTORIGHT=1
#@PJL COMMENT DSSC PRINT BOOKLET=LT
#@PJL SET PAPER=<PageCode>

Paper Size PageCode
A3 A3
A4 A4
A5 A5
B4 B4
B5 B5
LETTER LT
LEGAL LG
LEDGER LD
STATEMENT ST
FOLIO FO
SQ85 SQ
13 inch Legal 13

l Department Code

Following PJL would be used to have department code based access to the printer.

* If Department code is NULL
@PJL COMMENT DSSC PRINT ACCESSCODE=
* If Department Code is 5 digit number ( nnnnn )
@PJL COMMENT DSSC PRINT ACCESSCODE=nnnnn

H BOX Mode

Following combination of PJL would be used to have BOX mode printing.
For Public Box use 000, for private use three digit no.

@PJL COMMENT DSSC PRINT PRINTMODE=BOX\r\n
@PJL COMMENT DSSC BOX BOXNO=nnn\r\n

@PJL COMMENT DSSC BOX BOXNAME=\r\n

@PJL COMMENT DSSC BOX BOX=1\r\n

If Private Box is used, then set 5digit BOX PASSWORD

@PJL COMMENT DSSC BOX BOXPASSWORD=12345\r\n
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