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GA1211, GA131 Mac OSX 10.6 Installation 

Overview 
To do the Mac OSX 10.6 installation for a GA1211 or GA1310, you will need two files. One is 
common between the 1211 and 1310 and one file is specific to the controller. 

 GA1211: Requires 1-15V8DC.zip and Mac_User_Software.zip 

 GA1310: Requires 1-15OK39.zip and Mac_User_Software.zip 

The installation also requires the installation of Rosetta on the Mac. Rosetta is not installed by 
default in OSX 10.6. Once Rosetta is installed, you install the controller-specific PPD (1-

15V8DC.zip for 1211, 1-15OK39.zip for 1310) and then the Mac User Software (common). 

Installing Rosetta 
If Rosetta is not installed on your Mac, you will get a dialog requesting the Rosetta install during 
the installation of the PPD/Plug-In. If your Mac is connected to the Internet, your best solution 
is to let your Mac download Rosetta from the Internet if required. Once completed, you can 
continues the installation, either by relaunching the Installer from the Dock if it is still running, 
or by restarting the installer. 

If you do not have an Internet connection, you should abandon the installation when it requests 
Rosetta, install Rosetta from your Mac OSX Installation Media and then restart the driver 
installation. 

If you want to know if your Mac has Roseta installed, install a Power PC based application: If it 
installs without requesting Rosetta then Rosetta is already installed. 

PPD/Plug-In Installation Instructions 

1. Copy 1-15OK39.zip/1-15V8DC.zip to the Mac desktop. 
2. Double-click 1-15OK39.zip (for 1310) or 1-15V8DC.zip (for 1210). The file is unzipped 

and an OSX folder is created. 
3. Open the OSX folder. 
4. Open the Printer Driver folder in the above one. 
5. Double-click the OSX installer. The installer starts. 
6. Enter the password when it prompts you to do so. 
7. Install the OSX PPD and Plug-in following the installer instructions. 

Installing Mac User Software 

1. Unzip the Mac_User_SW.zip to the Mac desktop. 

2. Double-click on "Fiery Print Driver update for OS X v10.6.app". 

3. Follow the on-screen instructions to complete the installation. 
4. After the installation, the following notification is displayed.  
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