TOSHIBA
Leading Innovation >>>

MULTIFUNCTIONAL DIGITAL SYSTEMS

SAP R/3 Printing
Device Type File
Installation Guide

I=-stunio5520¢/6520¢/6530c¢



©2008 TOSHIBA TEC CORPORATION All rights reserved
Under the copyright laws, this manual cannot be reproduced in any form without prior written permission of TTEC. No patent liability
is assumed, however, with respect to the use of the information contained herein.



B Trademarks

SAP, R/3, mySAP, mySAP.com, xApps, xApp, SAP NetWeaver, and other SAP products and services mentioned herein as
well as their respective logos are trademarks or registered trademarks of SAP AG in Germany and in several other
countries all over the world. All other product and service names mentioned are the trademarks of their respective
companies.

l Warning

You may not, nor cause or permit any third party to, modify, adapt, merge, translate, reverse compile, reverse assemble,
or reverse engineer the Software. You may not use the Software, except in accordance with this license. No title to the
intellectual property in the Software is transferred to you and full ownership is retained by TTEC or its suppliers. Source
code of the Software is not licensed to you. You will be held legally responsible for any copyright infringement,
unauthorized transfer, reproduction or use of the Software or its documentation.







CONTENTS

QLI = 1 [T 0 0 F=T USROS 1
LT AT = T 11 T 1

Chapter 1
INtrOAUCHION......c e ———————— 6
SAP Printing ENVIFONMENT ... e eaaaa e e e an 6

Chapter 2
DEVICE FleS ...t e 8

Chapter 3
INStAllAtioN.......ciiieie e ———————————— 10

Chapter 4
Verification of Device Type File ..o s 16

Chapter 5
Creation of OULPUL DEVICE ... ccccscrrrr e ssss e s e s s mmmnn e e e e e e e e e e s 20

Chapter 6
Verification of OUtPUL DEVICE ......ccciveiiccccceneceirrri s er s e e s mmnnn e e e e e e s e s s nnnn 26

Chapter 7
Editing the Device TYPe File.....ouiiieeccccssrsis s s s s s n s s s s s s ss s s snsnennennenns 30

Chapter 8
TOSHIBA eS6530C Series Specific Features and Configuration...........ccccccviiniiiiiniiicinens 38
Background Adjustment Selection.............couuiiiiiii e 38

CONTENTS 3



4 CONTENTS






Introduction

This document describes the step-wise procedure to install and configure the device type for Toshiba e-STUDIO6530C
Series printers in SAP R/3. SAP administrator can implement the printer specific features by inserting the necessary PJL/
PCL commands given in the Device configuration section. The version of the SAP environment used is 4.7.

l SAP Printing Environment

SAP Server < SAP Client

l

Device type file |4«—»| SAP Spool System

l

Host Spool System

l

Physical Printer

-

SAP Client raises the print Request.

SAP Server will pass on the request to SAP spool system based on type of printer selected by the Client program.

3. SAP spool system will consult Device type file (.PRI File) corresponding to the output device. Based on configuration
and control information present in Device type file, it will generate Printing data and Control Information.

4. Based on the "Access method" configured for the output device, SAP Printing Subsystem will operate in the respective

way

N
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Device Files

Device type Supported features Limitation
ZTSB65C.PRI Color printing is supported for ABAP listing and Cover page printing is not supported for ABAP
SAP forms. listing.
ZTSB65CA.PRI Color printing is supported for SAP forms. Color Printing is not supported for ABAP list
printing.

The installation procedure for "ZTSB65C.PRI" is described in this guide.
If you want to use the cover page printing function, install "ZTSB65CA.PRI".

However, color printing using ABAP cannot be performed.
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Installation

To install a new device type into SAP, follow the procedure described below.
After you have logged on to SAP, the following screen is displayed.

v |< Hcao BHE shan AR @&
SAP Easy Access

GE| 2| 88 2]

= &F Favntites
EI Tools -= CCMS -= Spool -= Spool Administration
= 3 SAP menu
I (3 offiice
I (3 Cross-Application Components
[ [J Logistics
I [J Accounting
b
I

[J Human Resources
(3 Information Systems
b (] Tools

© SAP is a trademark of SAP AG.

Click on the “Spool Administration” tab.

Z| 2dBCc@O DHE nnoan DR @

SAP Easy Access

0| & | & 82| [~][4]

= Favotites
Tools-= CCMS -= Spoal -= SpuulAdminisiraUunl

= 3 SAP menu
I (3 ofice
I 3 Cross-Application Components
[ (3 Logistics

I [J Accounting

b

[

[J Human Resources
(3 Information Systems
[ (3 Tools

b [Ty oo o pacent s |2

© SAP is a trademark of SAP AG.

Once you Press enter, the following screen is displayed.

10 Installation



¢ 206 ata0 BE @ m

Spool Administration: Initial Screen
|#| Extended admin. | Ful administration |

Devices i semers |

© SAP is a trademark of SAP AG.
Press on the push-button "Full administration™. The following screen is displayed.
Hieae 2HE aDa0 BRI @m

Spool Administration; Initial Screen
‘ Simple admin H Extended admin |

© SAP is a trademark of SAP AG.

In the menu bar, go to “Utilities” -> “For device types” -> “Import” as displayed in the following screen.
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=] Ear output devices .

o N —_ | Fordevice types » | Testdata (ABAP)

Spool Administration. init For character sets v| Testdata (SAPscript)

|#| Simple admin. | Exanded admin. | For autsut managerment systern o~ Camyaronge
Display SAPPARAM Delete device type
Spool lock overview Export

Devices J setvers
Change Requests (Organizer) Import
Output devices @

Spool servers

Access methods

Destination host
=

Check installation

[ | ENT ¢ty 100y P2l pdcent | INS

© SAP is a trademark of SAP AG.

Once you press “Import”, the following screen is displayed.

Z|  2iB/e¢@e DHEHE fnan DR @
SAPscript Export to Dataset / SAPscript Import from Dataset

Obiject selection and session cirl
(1 Form
) Style

(1 Standard text
Text 1D &7
Language EN
Dewce Type
Object name
Mode (EXPORTIMPORT) IMPORT

Ctrl parameters for file operation
@ Fromion frontend

(1 Fromfon application server

File Mame Citermpl™ """ ELE 8
[1Binary file farmat

[ Display dataset contents

Cantrol of language versions
Language vectar

[ 9nly export ariginal language

- vlewnaoyHEpeent[ns| 7

© SAP is a trademark of SAP AG.

Select the radio button "Device Type" and enter the name of the device type (.PRI) file without file extension in the input
field box "Object name". (E.g. if the device type file name is ZTSB65C.pri only ZTSB65C) as shown in the screen above.
Make sure the entry in the field Mode (EXPORT/IMPORT) is written as "IMPORT".

12
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] |< O eae BHE a0os BE @
SAPscript Export to Dataset / SAPscript Import from Dataset
Ohject selection and session cirl
(> Form
) Style
() Standard text
Text 1D 8T
Language EN
@ Device Type

Ohiject name ZTSBESE]
Mode (EXPORTAMPORT) IMPORT

Ctrl parameters for file operation

@ Fromion frontend

() Fromfon application server

File Name Citermpl==""*ELEEL
[C1Binary file farmat

[ | Display dataset contents

Caontrol of language versions

Language vectar
[C10nly expart original language

- DEnTmon Hlpdeent NS 7

© SAP is a trademark of SAP AG.

Press “F8” to proceed with import. The following screen will be displayed.

R

Package |
Person Responsible SEMDHILR

Original System ENT
Criginal language

& Assign a package U JENT (13 100y b2 pdcent | INS |

© SAP is a trademark of SAP AG.

To locate the ZTSB65C.PRI (or ZTSB65CA.PRI) on local system, press Local Object . The following screen will be

displayed.
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gl  alaB eee SHNi noon BE B

Iﬁlﬂ FRIN ZTSBGSC
Aftributes

Lok jn: (23 PRI files

%] 2TSE450

(] zT3BESCA

File name: ZTSBESC I Open
Files of type: (] Cancel |
- Db[EenTdom b pocent NS/
© SAP is a trademark of SAP AG.
Locate the ZTSB65C.pri file (ZTSB65CA.pri file), and press open.
Import process will start as soon as open is pressed.

On successful completion of import, the following message would be displayed.

g 2 300 Cee SNE 8noD D QN

SAPscript Export to Dataset / SAPscript Import from Dataset

SAPscript Export to Dataset / SAPscript Import from Dataset

RANRSMRAARRRAARRRRRSHARNNSNRAA Ctort SAPscriph Transporter RETXR3TR ##*##sr

I«

Spooler informed of change

[> | ENT (13 (1003 P2l pdcent | INS

© SAP is a trademark of SAP AG.
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Verification of Device Type File

Once the device type is imported, it needs to be verified whether the newly imported device type appears in the standard
list of all device types in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

2] ________slus cae ) BHNE O o8
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.

Click on Full administration and the following screen will be displayed.
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Spool Administration; Initial Screen
| 4 Semple aomin | Extended sdmn

© SAP is a trademark of SAP AG.

Click on the Device Types.

gl 00 saHIcee JHE D000 BE @
Spool Administration: Initial Screen
|| simple admin. || Extended admin, |

DeviceTypes

|
Frint Control

© SAP is a trademark of SAP AG.

On clicking on Device Types, list of device types will be displayed as in following screen.
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|
Spool Administration;
Q@AW | A DR | [ fomas | [l Priicomss |7 Fomats | [ PrinContois

Dav. Typs Wase

POSTECPT  OBSOLETE. wee POSTZ

ORSPEAIE  OBSOLETE. wig POSTY

BAULOETE SEL Mlcatel 444017, GORMAN

GAPCOMS Simple SAPccam Telefax

BAPBIF  Generic oulget forsat ACIL

WE Ganaric cutput forsat EECDIC

GAPY Rl & x/EAFIpd 4,00+ DNLYD

GAPVINSG  Ael 3 BEs/SAFIpd 308+ 180-%

GAFMINS Obaolete device, use JPEAFWIN

SCREEN  SAPscriph scrswn device tyss

EMIZOEEE SHI 20XX-8 Laser Printer

GHI40E  S1emens/Minsert 4008 [DFEON)

ENT4B1A  Siomcns/Mixdsrt 4010

GHI4DTT  SHI &D11 2d-pin (LOBSOe el )
Slomens/Mixdart 9014

SBHIZNE  Stesens/Mizasr? 2013

EVIN Re) & xPEAFIEd A 09+ OMLYI

EMINU Unicode AEAFIists, GAPIpd 5 8«

THEECFZ  EPSON ESCIFZ That Primter

THERFWIN HS-Vindows-Frinter via SRFLFD

THEPDET"  Thai PostEcripl printing

TOPCRLL  TOPCALL: Telefax

TOPCRLLT  TOPCALL: Teletax

TOPCAMLLEY TOPCALL: Telex

TWSSFT  [BHSST?

THHFLM  HP LagerJet PCL-5 Trad. Chineds

TUERFWIN 5 Vindows driwver via BRFLFD

TUEPOET  Tatwanese PostScripl pristing

UCPLRIN  SAPscript EDI (Unicode)

WIPE Pogticript-Frinter

ESF5AP Gmart Forms: ISP Rusgabe

ITEEDES @ -STUDIODES Saries

S20CEerfes
@5653005er 195
e3050705) fertes

D 2 gD

U [ENT (iy 1003 71 pocent INE | &

© SAP is a trademark of SAP AG.

The newly imported device type ZTSB65C (or ZTSB65CA) should appear in this list of device type. If the ZTSB65C (or
ZTSB65CA) is not displayed, it implies that import has not been successful for which the Installation procedure described
earlier needs to be repeated and verified.
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Creation of Output Device

In SAP R/3, a device type needs to be assigned to an Output device to utilise its printing features. Follow the procedure
describe below to create an output device and assign a device type to it.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

HICaR SEE DDO8 EE @y

Spool Administration: Initial Screen
|| Extended agmin. | Full administration |

Devices f servers |

© SAP is a trademark of SAP AG.

Click on the "Output devices" and the following screen is displayed.
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pool Administration: List of Output Devices (Change) ( 14 ent

«owav aDea Ba

LPE1 F ISF
F ITERASD

PRIMTER_ES_1824 F WWIFS
LI R

Test Printer F LCFLAIN
SR F TSNS

€12 F ITEEDS
-

ejare F ITSEDS
| mEEERERre ] FoZisEges

Tdevice L win pcest_ENT_00
Eoel L N pdcent_ENT_Ba
| zpry L S¥iIN pacent_ENT_DO

batault Ent Frinter

J21l¥]

T
=]
bt

g = B ece 0HE ODOO PR @6

Spool Administration: Create Output Device

DeviceAttributes | 1
Device Class Standard printer
Autharization Group
Mode
Location

Message

[ Lock Printer in SAP System

Press on the "Create™ button, the following screen will be displayed.

© SAP is a trademark of SAP AG.

- U|ewtmaom ke pdent N5 2

¢ Enter the printer name (BP in the above mentioned example)
* Associate output device ZTSB65C: eS6530CSeries device type.
* Make sure Device class is "Standard printer".

© SAP is a trademark of SAP AG.
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* Click "Access Method" to visit next part of output device configuration as shown in following screen.

Subsequently choose the appropriate "Host Spool Access Method" in the screen displayed below. Here it is selected as

IIFII.

H&CaE@ SEE D000 EE @D

Spool Administration: Create Output Device

Access Method

Host Spool Access Method

Hast printer

F: Printing on Front End Computer

ISR QULE mang ]
n Front End

- Archiving

ce
[] Mo Device Selection at Frontd| - print Locally Using LPILPR

P: Device pool
5. Print Using SAP Protocol
U Print Using Berkeley Protocol

Mo status information availaly- sapeomm

Z: User-Defined Formatting Routine {Old)

- DIENTmAm ke pscent N8|

Mt Spal Access Method

Haosl printir

F: Prind@ing cn Frord End Compaer

&-STUDIO65IRL5ery e

[ Mo Dirvite Salection sl Froesend

© SAP is a trademark of SAP AG.

100 H] odcent NS

Enter the Host printer name e-STUDIO6530C Series.
Click on Output Attributes to visit, next part of output device configuration.

© SAP is a trademark of SAP AG.
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i@ 2 EE ADO0 EE @

Spool Administration: Create Output Device

!AF‘ COver page

SAP cover page language
[IMonitor using monitaring architecturs
[[] Process requests seguentially
Pags Copy Counter to Host Spool System

[_] Golor printer Print mode DEFALLT: Printer default setting
FPaper tray Default tray

© SAP is a trademark of SAP AG.

* (Optional), Administrator can enable printer for printing cover page by checking this check box.
* Press "SAVE" and the Output device will be created.
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Verification of Output Device

Once the output device is created, it needs to be verified whether the newly created output device appears in the standard
list of all output device in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

HICa@ SEE DTa8 EE @Dy
Spool Administration: Initial Screen
& Extended admin. | Full administration |

Devices f servers |

© SAP is a trademark of SAP AG.

Click on the Output devices to get list of all output device configured on the SAP/R3 system. Newly created output device
BP (or BPCA) should appear in this list.
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| (I |

i -SI Administration. Isr of Output Devices (Change) ( 15 ent
#OWAY 0B 0S8

Dev. Type Spool servers Lecation or mERsage
F ZTSESAL

CIvurP F IVEEIHS Sarjapur-3
LR F o betault Ent Frinter
RAEH F ITSEASD

FRIMVER_SS_1024 0 F wies

RiO F ITEES%0

Tewt Printar 0 F URLAIN

RE F ITEECNS

EEI FoITses

ey F ITEENS

CIRFERe Fozrsees

hage-cire F ITEES

evice L tWIN pdcent_ENT

Jal¥]

[[G Gt sevice BF war saved

%

[ 0 Cragy =

© SAP is a trademark of SAP AG.

Newly created output device BP (or BPCA) should appear in the list. If newly created output device (NEW) is now

displayed in the list, repeat the process of creating output device.
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Editing the Device Type File

Once the device type is imported and verified whether the newly imported device type appears in the standard list of all
device types in SAP R/3 or not, device type file can be edited as per the requirement. To edit the device type file, follow the
steps given below.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

2| w14 cae ) BHNE O o8
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.
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Spool Administration; Initial Screen
| 4 Semple aomin | Extended sdmn

© SAP is a trademark of SAP AG.

Click on the Device Types.

G|  wja8 €
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.

On clicking on Device Types, list of device types will be displayed as in the following screen.
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paH Che DHE SDoH OE @@

Spool Administration: List of Device Types | 186 Entries)
Fleaa & | o [ emes] 8 Fconos
Dev., i Nami =
SAPCOMMF  Siaple SAPcoma Telofax :
SAPGOF Genoric output foraat AT
SAPEOF_E Generic output forsat  EBLOIC
ERPUIN Rel. 4. x/GAPipd 4 80+ CMLY)
SAPWINS FRel 3 BE+/5APIpd 3 08+ 150-5
EAPVINIP Obsolete dewice, use JFSAPWIN
SCREEN SAPEcript Scraen device type
ENI20TEE SN] 20EX.8 Lasér Printer
EN14A06E  Steasns/Hixdort? 4809 (EPSON)
ENIAIME  SHensns/Hixdor? 4810 [EPSON)
EN1A0MY SN 4811 M.pin (LO8SEs pmul )
ENIDGN4  Stessns/Wixdor? 9814 (EPSON)
ENIZ0M3  Steasns/Hixdort 2013
EWIN Rel 4 x/SAPIpd 4 809+ ONLY)
SWINU Unicode ABAF115ts GAFipd 6. 00+
THESCPZ  EPS0N ESC/PZ That Primter
THEAPWIM RE-Windows-Printer via SAPLPD
THEPOST  Thai Posticriph printing
TOPCALL  TOPCALL. Telefax
TEPCALLT TOPCALL: Teletex
TOPCALLY TOPCALL: Telex
TWESTT IBASSTT
TWHPLM  B® LaserJot PCL-% Trad Chinese
TNEAPVIN Bt Windows driver wia SKPLFD
TREPDET Taiwanese Posticript printing
BEPLAIN. SaPscript RDI (Unmicode)
W1Ps PostScript -Frinter
SAP Gmart Foras: XGF Ausgabe
w-5TUDIO20% Series B
@=-5TUBI0IRIBE Saries
EARIBCEor1es
SEAREaries
eShh1eltories
b5 IECEeries
eSB50/553 Series =i
|-
-
T 1
Il U [T cn) (100} =4 pdcent NS | 4

© SAP is a trademark of SAP AG.

» Select the device type file to be edited ( ZTSB65C in the above mentioned example ).
* Press “F8” to edit the selected device type file.
» Click “Formats” to view different types of formats of the selected device type file as shown in the following screen.

plad 0@ QHE HDLHH BOFR @@

Spool Administration: Formats for Device Type ZTSB65C {Change)
cO@a s 00ea
Feraat Ty, Format P L Refarencoloasant =
: Lines Coluans L=
[ & DIma3 Ex SAPscript DIN A3 (Cavtion: Only supported by a Tew dévice Lypes)
| biniag | 5  DImag Ix SAPseript B 172 * 11 paper £128 equivalent (U5)
LT & DIwas Iz SAPgcript DIN A5 (Cauwtion: Mot defined for all device types!)
EXECUTIV 5 EXECUTIV X X SAPgeript S EXECUTIVE
INCHTT & INCHT1 - § SAPscript format for 11 1nch continuous form (=58 limes at 6 1pi), mo title
INEHT 2 & IHCHI2 1 SAPscript formal for 12 inch continuous fors (=T2 Times at 6 Tpi)
INCH2 5  INCH2 X SAPscript 2 inch cont. form (=12 1ines with 6 LP1), mo title
ENEHS |3 IHCHY X SAPscript formal Tor 4 176 inch contiruous Torm (=2% Tines at & 1pi), no titl
INCHAE & INCHeE X SAPseript format for 4 inch continuows form (=24 Tines at & 1pi), no title
ENCHS |3 IHEHS X FAFscript § inch cont. fTorm (=38 1ines with 6 LF1), mo Title
ENCHE & IHCHE X SAPgcript formal for & inch continuows form (=3% Tines at & 1pi), no title
INCHT & INCHT X SAPscript format for 7 inch continuows Torm (=42 Tines at & 1pi), no title
ENCHE & INCHA X GAPscript formal for € inch continuows form (=42 Tines at & 1pi), no title
LEGAL 5 LEGAL 1z SAPscript U5 LEGAL
LETTER 5 LETIER XX SAFscript US LETTER
LINE_21 & LI X SAPseript format for 3 172 inch contiruous fors (=21 Tines at & 1pi), no titl
LINE_22 5 LIWE_22 X SAPscript format for 3 273 inch contiruous Torm (=22 Tines at & 1pi). no tit)
T 44128 L ANY oooa4  0e1z0 ABNPIE 11st: AL Teast 44 rows by 120 colusms
E_58_178 L ANT e0a%s  od T ABAP/E 115t; At Teast 58 rows by 170 colusms
65 132 L ANT DOOS%E oGN3 ABRP Tist: At Teast 05 roes by 132 coluans
I_65_298 L ANY B008S  pezan AEAP 11st: at Teast 65 11nés with 208 coluans (not for all device types)
X_65 295 L ANY PROGS  DBESS AENPI4 11st. AL Teast &5 rows with a saxisus nuaber of coluans
1_66 B8 L ANY BO0BS  ORSE ABLPFE 11st: At Teast &5 rows by 80 colusns
I_80_128 L ANY BO0%E 08120 ABAP Tist; At Teast 99 rows by 1280 columns
APER L ANYT [1:1: =T 2= ABRP/A 11st. Detault Tist formatiing
I_SPOOLERR L ANT anacn  oEcd AERF 115t Spooler probioe report
TALVIBE &  ZAIWIDE X ¥ ABAP 145t Spooler probles report
Pl 5 284 1x ABAP 113t Spooler probles report
Fi-1] & 2BS X AEBAF Tist; Spooler probiem report
JTCONPUTE 5 ICOmPUTE X X ABRF 118t Spooler probies report
IFOLTR & IFOLID X X AEAF Tist. Spooler probiem report
JL0_VIBE & ILD_WIDE X X AELP 145t Spooler probles report
FLEDRER & ILEDGRER X X ABRF 115t Spooler probiom report [
JLEGALYA & ILEGAL1Z X X AERP 145t Spooleér probies report v
-
| U [EnT oty cloo o pdcent 54

© SAP is a trademark of SAP AG.
Select the format to be edited by double clicking that format (DINA4 in the above mentioned example). The following
screen will be displayed.
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i DnOn EE

Maintain Format DINA4 for Device Type ZTSB&5C

=1l

© SAP is a trademark of SAP AG.

Select the section where the PJL is to be edited from the different sections available for the format (Printer Initialization
section in the above mentioned example) by double clicking that section. The following screen will be displayed.

0 EBE @
Printer init.

wSEEI0CLer1es SAP Dovice 'I';tpl File Version 1.00
L1

L
WeX-12J4SE0PAL COMMENT TOSHIEA eSE53005eries PCLEAFn
#5elect Color output using the cossand
FOPJL COMMENT O5SC PRINT RENGERMOCE=COLORAFYn
Fielect Grayscale output using the cossand
FRFJL COMMENT DSSC PRINT ﬂimm-mmmmn
Fielect suto cutpul using the coasan
PR CORMENT DESC PRINT ntmooe-mmnn
#ielect the Tein Color cutput using the Tollowing oplions:
#select the RED color at the non-black part of the document
#BFJL COWMHENT D55 PRINT ﬂimml'ﬂiﬁﬁﬂn
Fielect the GREEN color &g the nom-black plﬂ_ of the dotussnt
#BFJL COMMENT DSSC PRINT REWDERNODE=ZKGVr
Fselect the BLUE color & the non-black nlrt o7 the deussnt
FOPJL COMMENT 0S50 PRINT REMDERNODE=2KEBArin
Fielect the CYAN color & the non-black part of the doCusant
FOPJIL COMMENT OSSC PRINT RERGERHOGE=2KCVvrin
#sglect the MAGENTA color as the mon-black part of the documsent
FOPJL COMMENT DSSC PRINT RENGERHODE=2KM\rin
#5elect the YELLOW color as the non-black part of the docusent
FEFJL COMMENT DSSC PRINT RENDERROCE=2EY\rim
#ielect the WHITE color as the non-black part of the document
BRPJL COMMENT OS50 PRINT REWDERHODE=2EW\rin
#5elect the color balance using the Tollowing opiions:
lhnil! of the value 15 from -4 to 4.

FC, -3=FD, -2eFE, -1=FF D200, 1=01 2=02, 3=0F, 4=04

.= 15FF e, 1s60 2062, 3003, 45i4)

FRINT CB ¥= LLMAHHLFYA
FEPJL COMRENT DESC PRINT CB C= LLAMHH\rin
FRFJL COMHENT DSSC PRINT CB M=z LLMHHH\F'n
FEPIL COMMENT DSSC PRINT CB K= LLMRHHVrYn
Figlect the [mage attributes using the follcwing optioms:
Hielect the Smarpness value Tn the range beteeen -d and 4.
B(IZ: «AFC,«35FD, «2=FE, «12FF 0200, 1301 2502, 3303, 4z04)

© SAP is a trademark of SAP AG.
Edit the data as per the user requirement as shown in the following screen.
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Printer init.

—_—
FeiESi0Cteries SAP Dovice Type File Wersion 108
Fenter PJL mode
\ek-12345E8P UL CONMENT TOSHIBA eS8530CSeries PLLEArA
FGglect Color output using the cossand
FOFIL COMHENT DSSC rnm nEmm:nmmn

| PPJ. EIIMEHT LESE Pﬂ'IHT REMEHM!EH‘I’SCHLEHHH

W 3T T3 T T T T T T

1 & To1loning options:
Isﬂlct 'u'll RED tplqr a5 tht non-Black part of the document
FAFJL COMHENT DSSC PRINT RENDERHODE=IKR\rin

Fielect the GEEEN color s thé non-black part of the documsnt
FOFJL COMHMENT DSSC PRINT RENDERNODESZKBArin

BSelect the BLUE color &8 the non-Black part of the detusent
PEPJL COPMENT DSSC PRINT RENDERMODE=ZKBArin

Fialect the CYAN color &6 the non-black pert of the doCusant
FRPAL COPMRENT DSSC PRINT RENGERHODE=ZKCArin

#5elect the MAGENTA color as the mon-black part of the document
FOPJL COMHENT DSSC PRINT RENGERMODE=2KM\FiR

5glect the YELLOW color as the non-black part of the docusent
FAFJL COMHENT DSSC PRINT RENDERHODE=2KY\rin

Fielect the WHITE color as the non-black part of the dotumént
FRPJL COMRENT DESC PRINT RENDERAODCE=IKWArin

FSelect the color Balance using the Tollowirg options

FRange of the value 15 from -4 1o 4,

Filow-LL: -4=FC, -3=FD, -2=FE, -1=FF 0=00, 1=01 2=02,3=03, 4=04)
pimedium-nH: -4=FC_-3=FD, -2=FE, -1=FF 0=00, 1=01, 2=82 3=83, 4=04)
FiHgh:HH: 4sFC, -30FD, 20FE, <10FF DuG@ 1008 2062 3u0F dedd)
FOPJL COMAENT DSSC PRINT CB Y= LLEHHHArAn

FEPJL COMRENT DSSC PRINT CB C= LLMMHH\rYn

FAPJL COMRENT DSSC PRINT CH M= LLMHHH\FAR

FEPAL COMNENT DSSC PRINT CB K= LLMMHHArAn

Fialect the [mape attributes using the Tollowing oplions:
FSelect the Sharpress wilue in the range beteesn -4 and 4.
B(I2: «4=FL, «3=FD, -2=FE, -1=FF 020812010, 2:=02, 3=03, 4=04)

BOD U _COMMCUT RLCC DDIWT CUSSRUCCS-T2intn

O ]

- AT O 26 s

© SAP is a trademark of SAP AG.
Suppose if the user wants to select the RENDERMODE value as GRAYSCALE instead of the default value AUTO, then

* Insert the comment(#) for the pj RENDERMODE=AUTO.
* Remove the comment (#) for the pjl RENDERMODE=GRAYSCALE.

Press “SAVE”. The following screen will be displayed.
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Maintain Format DINA4 for Device Type ZTSB65C

© SAP is a trademark of SAP AG.

Press “SAVE” again. The following screen will be displayed.

Maintain Format DINA4 for Device Type ZTSB65C

© SAP is a trademark of SAP AG.

The edited data will be saved in the selected format (DINA4).
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TOSHIBA eS6530C Series Specific Features and Configuration

H Background Adjustment Selection

Following PJL would be used to achieve background adjustment selection:
Background Adjustment value is in the range between -4 and 4.

@PJL COMMENT DSSC PRINT BACKGROUND ADJUSTMENT=ZZ\r\n
(ZZ: -4=FC,-3=FD,-2=FE,-1=FF,0=00,1=01,2=02,3=03,4=04)

Suppose if the user wants to select the background adjustment value as 4, then the Background adjustment pjl would be

@PJL COMMENT DSSC PRINT BACKGROUND ADJUSTMENT=04\r\n
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