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Introduction

This document describes the step-wise procedure to install and configure the device type for Toshiba e-STUDIO4520C
Series printers in SAP R/3. SAP administrator can implement the printer specific features by inserting the necessary PJL/
PCL commands given in the Device configuration section. The version of the SAP environment used is 4.7.

l SAP Printing Environment

SAP Server < SAP Client

l

Device type file |4«—»| SAP Spool System

l

Host Spool System

l

Physical Printer

-

SAP Client raises the print Request.

SAP Server will pass on the request to SAP spool system based on type of printer selected by the Client program.

3. SAP spool system will consult Device type file (.PRI File) corresponding to the output device. Based on configuration
and control information present in Device type file, it will generate Printing data and Control Information.

4. Based on the "Access method" configured for the output device, SAP Printing Subsystem will operate in the respective

way

N
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Device Files

Device type Supported features Limitation
ZTSB45D.PRI Color printing is supported for ABAP listing and Cover page printing is not supported for ABAP
SAP forms. listing.
ZTSB45DA.PRI Color printing is supported for SAP forms. Color Printing is not supported for ABAP list
printing.

The installation procedure for "ZTSB45D.PRI" is described in this guide.
If you want to use the cover page printing function, install "ZTSB45DA.PRI".

However, color printing using ABAP cannot be performed.
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Installation

To install a new device type into SAP, follow the procedure described below.
After you have logged on to SAP, the following screen is displayed.

v |< Hcao BHE shan AR @&
SAP Easy Access

GE| 2| 88 2]

= &F Favntites
EI Tools -= CCMS -= Spool -= Spool Administration
= 3 SAP menu
I (3 offiice
I (3 Cross-Application Components
[ [J Logistics
I [J Accounting
b
I

[J Human Resources
(3 Information Systems
b (] Tools

© SAP is a trademark of SAP AG.

Click on the “Spool Administration” tab.

Gl 2 8dHce0 DHE anan DR @
SAP Easy Access

OE| | 88 2]

= &F Favatites
[E Tools-= CCMS -= Spool -= Spool Administration]

= 3 SAP menu

I (3 ofice

I 3 Cross-Application Components

[ (3 Logistics
I [J Accounting
[
[

[J Human Resources
(3 Information Systems
[ (3 Tools

b [Ty oo o pacent s |2

© SAP is a trademark of SAP AG.

Once you Press enter, the following screen is displayed.
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¢ 206 ata0 BE @ m

Spool Administration: Initial Screen
|#| Extended admin. [ Ful agministration |

Devices i semers |

© SAP is a trademark of SAP AG.
Press on the push-button "Full administration™. The following screen is displayed.
Hieae 2HE aDa0 BRI @m

Spool Administration; Initial Screen
‘ Simple admin H Extended admin |

© SAP is a trademark of SAP AG.

In the menu bar, go to “Utilities” -> “For device types” -> “Import” as displayed in the following screen.
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=] Ear output devices .

. N . For device types v Test data (ABAP)
Spool Administration: Initi
P For character sets 3 Test data (SAPscripty

|#| Simple admin. | Exanded admin. | For autsut managerment systern o~ Camyaronge
Display SAPPARAM Delete device type
Spool lock overview Export

Devices § setvers
Change Reguests (Organizer) l Import
Output devices @

Spool servers

Access methods

Destination host
=

Check installation

[ | ENT ¢ty 100y P2l pdcent | INS

© SAP is a trademark of SAP AG.

Once you press “Import”, the following screen is displayed.

Z|  2iB/e¢@e DHEHE fnan DR @
SAPscript Export to Dataset / SAPscript Import from Dataset

Obiject selection and session cirl
(1 Form
) Style

(1 Standard text
Text 1D &7
Language EN
Dewce Type
Ohject name
Mode (EXPORTIMPORT) IMPORT

Ctrl parameters for file operation
@ Fromion frontend

(1 Fromfon application server

File Mame Citermpl™ """ ELE 8
[1Binary file farmat

[ Display dataset contents

Cantrol of language versions
Language vectar

[ 9nly export ariginal language

- vlewnaoyHEpeent[ns| 7

© SAP is a trademark of SAP AG.

Select the radio button "Device Type" and enter the name of the device type (.PRI) file without file extension in the input
field box "Object name". (E.g. if the device type file name is ZTSB45D.pri only ZTSB45D) as shown in the screen above.
Make sure the entry in the field Mode (EXPORT/IMPORT) is written as "IMPORT".

12
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] |< O eae BHE a0os BE @
SAPscript Export to Dataset / SAPscript Import from Dataset
Ohject selection and session cirl
(> Form
) Style
() Standard text
Text 1D 8T
Language EN
@ Device Type

Ohiject name ZT5B450]
Mode (EXPORTAMPORT) IMPORT

Ctrl parameters for file operation

@ Fromion frontend

() Fromfon application server

File Name Citermpl==""*ELEEL
[C1Binary file farmat

[ | Display dataset contents

Caontrol of language versions

Language vectar
[C10nly expart original language

- DEnTmon Hlpdeent NS 7

© SAP is a trademark of SAP AG.

Press “F8” to proceed with import. The following screen will be displayed.

R T

Aftributes
Package THPe

Person Responsible SEMDHILR

Original System ENT
Criginal language

& Assign a package U JENT (13 100y b2 pdcent | INS |

© SAP is a trademark of SAP AG.

To locate the ZTSB45D.PRI (or ZTSB45DA.PRI) on local system, press Local Object . The following screen will be

displayed.
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gl  alaB eee SHNi noon BE B

Iﬁiﬂ PRIN ZTSB45D
Mo~

Lack i 23 PRI files

|®]zT5B45D,
=] zrspesc
%) zrseesca

File name: ZT5B45D

DOpen
Files of type: [}

Cancel

CTENT (1) (100 o pocent N8|/

© SAP is a trademark of SAP AG.
Locate the ZTSB45D.pri file (ZTSB45DA.pri file), and press open.
Import process will start as soon as open is pressed.

On successful completion of import, the following message would be displayed.

g 2 300 Cee SNE 8noD D QN

SAPscript Export to Dataset / SAPscript Import from Dataset

SAPscript Export to Dataset / SAPscript Import from Dataset

RANRSMRAARRRAARRRRRSHARNNSNRAA Ctort SAPscriph Transporter RETXR3TR ##*##sr

I«

Spooler informed of change

[> | ENT (13 (1003 P2l pdcent | INS

© SAP is a trademark of SAP AG.
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Verification of Device Type File

Once the device type is imported, it needs to be verified whether the newly imported device type appears in the standard
list of all device types in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

2| w14 cae ) BHNE O o8
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.

Click on Full administration and the following screen will be displayed.
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Spool Administration; Initial Screen
| 4 Semple aomin | Extended sdmn

© SAP is a trademark of SAP AG.

Click on the Device Types.

gl 00 saHIcee JHE D000 BE @
Spool Administration: Initial Screen
|| simple admin. || Extended admin, |

DeviceTypes

Frint Control

© SAP is a trademark of SAP AG.

On clicking on Device Types, list of device types will be displayed as in following screen.
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Spool Administration: List of Device Types (Change) [ 132 Entri
Q@AY |0 D0% | M romes [ privcowes | Fomats [ Princorols

bav. Tyga Naso

POSTERELF Postscript Ssvice Tor praphic
POBTECRT (OBSOLETE: wie POST2

OHEPELIS  OBSOLETE: wis POSTZ

| BRRSOXTE SEL Mlcatel 444007, GERMAN

| GAPCIMSF  Simple GAPCoas Telefax

EAPGDF  Generic output format RECID

| BAPROF_E  Ganeric output Torsat EECDIC

| GAPWIN Rl 4 x/6AFIpd 4. 09+ OMLYI
GAPWINS  Rel 3 BE+/SAFlpd 3 08+ 150-5

| GAPWIN Obsolete device, use JPEAMIN

| GLREEN  SAPsCript screen device tyes

| GHIDOEER  SHI 20XK-B Laser Printer

| GMI14B89  Siemons/Mixdort 4009 (EFSON)

| BHISRIRT Stesens/Niwdsr? 4010 (DPE0N)

| GMI14ENY  SNI 2011 24-pin (LOBSO+ emwl )

| GHIDETA 51 enens /Mimdert Q014 [EF50N)
EBHITDIY  Stemens/Mimdsrt 2013

| BMINLCRe1 4 x/EAFIpD 4 D9+ DMLYD

| SulMU Unicode ABAFI1SLs, SAP1pd 6. 00«
THEBCF2INEPSON EEC/FZ Thai Printer
THEAFWIN H5-Windows-Frinter via SAFLFD
THEFOST \Thai PostScript printing
TOPCAML  TOPCALL: Teletax
TOPCAMLLT TOPCALL: Teletex
| TOPCMLY TOPCALL: Talex
| TWBETE. 1BASSTT
TWHFLM  HP LaserJet FCL-5 Trad, Chirsse
THERFWIN RS Windows &riwver via SAFLFD
THEPOET  Taiwanese FostScript primting
UCFLEING SaPscriph BDI {Unicode)
WIFE PostSoript-Frinter
RBF U SAP Gmart Forms: XSF Ausgete

=
S
Gl I — 4 (]

gﬂ [ENT (1) (100) B pacent N8 7

© SAP is a trademark of SAP AG.

The newly imported device type ZTSB45D (or ZTSB45DA) should appear in this list of device type. If the ZTSB45D (or
ZTSBA45DA) is not displayed, it implies that import has not been successful for which the Installation procedure described

earlier needs to be repeated and verified.
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Creation of Output Device

In SAP R/3, a device type needs to be assigned to an Output device to utilise its printing features. Follow the procedure
describe below to create an output device and assign a device type to it.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

HICaR SEE DDO8 EE @y

Spool Administration: Initial Screen
|| Extended agmin. | Full administration |

Devices f servers |

© SAP is a trademark of SAP AG.

Click on the "Output devices" and the following screen is displayed.
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I

Spool Administration: List of :ftpu't Devices (Change) | 14 ent
«oasv oDsal

BV Dev. Ty Spesl servirs Location or sessage
¢  FITseest
CIVUP F 2158205 Sar)apur2

F X5F befault Ent Frinter

PRINTER_ES_1024 F WIPE

[l ]

L tuIN pacent_ENT_Ba

| S L SN pdcent_ENT_08
pdcent _ENT_B8

L SWiN

© SAP is a trademark of SAP AG.

Press on the "Create™ button, the following screen will be displayed.

E— | FETIEEEE

Spool Administration: Create Output Device

ITEBAS0 eSS0 Beries

Btandasd prinler

. [T poem s~

© SAP is a trademark of SAP AG.

¢ Enter the printer name (MASH in the above mentioned example)
* Associate output device ZTSB45D: eS4520CSeries device type.
* Make sure Device class is "Standard printer".
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* Click "Access Method" to visit next part of output device configuration as shown in following screen.

Subsequently choose the appropriate "Host Spool Access Method" in the screen displayed below. Here it is selected as
IIFII.

H&CaE@ SEE D000 EE @D

Spool Administration: Create Output Device

Access Method
Host Spoal Access Method F: Printing on Front End Computer

Hast printer I fing

ce
[[]Mo Device Selection at Frontg L: Print Locally Using LPILPR
P: Device pool
5. Print Using SAP Protocol
U Print Using Berkeley Protocol
Mo status information availalw: sapcormm

Z: User-Defined Formatting Routine {Old)

- D] EnTmn0n o pdcent NS |

© SAP is a trademark of SAP AG.

Spool Administration: Output Device (Change)
|

Access Method

Host Spoal Access Method F Printing on Front End Computer

Host printer e-GTUDI0452008eries

[[]Mo Device Selection at Frontend

Mo status infarmation availahle

The scripting support is disabled on the server
[ VENT (13 ¢100 P2l | pdcent | INS

© SAP is a trademark of SAP AG.
Enter the Host printer name e-STUDIO4520C Series.
Click on Output Attributes to visit, next part of output device configuration.

22 Creation of Output Device



a2 EE ADO0 EE @

Spool Administration: Create Output Device

| SAP cover page

SAP cover page language
[IMonitor using monitaring architecturs
[[] Process requests seguentially
Pags Copy Counter to Host Spool System

[_] Golor printer Print mode DEFALLT: Printer default setting
FPaper tray Default tray

© SAP is a trademark of SAP AG.

* (Optional), Administrator can enable printer for printing cover page by checking this check box.
* Press "SAVE" and the Output device will be created.
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Verification of Output Device

Once the output device is created, it needs to be verified whether the newly created output device appears in the standard
list of all output device in SAP R/3 or not. To verify this same, follow the steps given below.

In the initial screen of SAP, type the transaction code "SPAD" in the command window and press "Enter", the following
screen is displayed.

HICa@ SEE DTa8 EE @Dy
Spool Administration: Initial Screen
& Extended admin. | Full administration |

Devices f servers |

© SAP is a trademark of SAP AG.

Click on the Output devices to get list of all output device configured on the SAP/R3 system. Newly created output device
MASH (or MASHDA) should appear in this list.
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a8 N EE QB
@] 0000 zlaB 0 EF @@

e NS Nt £ S s - e

Spool Administration: List of Output Dacas (Change) ( 14 ent
S O@AT BDBA B

SR bev. Type  Spoc) servers Lecation or sEssage =
[FLTEE ) farjapur-2 L=}
F X5F Detault Ent Frinter
F ZTE8450
PRIMTER_E5_1024 F WWIFS
RO F Iisesso
Test Frinter F UCFLAIN
F ZI5&05
12 F ITSENS
2N F ZTEReS
F 21585
ABEESENFET ) F o ZTsEes
Tdevice L fWin pocent_ENT_00
e L e pdcent_ENT_B8
zpra L SVIN pdcest_ENT_D0

I oo |

© SAP is a trademark of SAP AG.

Newly created output device MASH (or MASHDA) should appear in the list. If newly created output device (NEW) is now
displayed in the list, repeat the process of creating output device.
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Editing the Device Type File

Once the device type is imported and verified whether the newly imported device type appears in the standard list of all
device types in SAP R/3 or not, device type file can be edited as per the requirement. To edit the device type file, follow the
steps given below.

In the initial screen of SAP, type the transaction code “SPAD” in the command window and press “Enter”, the following
screen is displayed.

2| w14 cae ) BHNE O o8
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.
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Spool Administration; Initial Screen
| 4 Semple aomin | Extended sdmn

© SAP is a trademark of SAP AG.

Click on the Device Types.

G|  wja8 €
Spool Administration: Initial Screen

© SAP is a trademark of SAP AG.

On clicking on Device Types, list of device types will be displayed as in the following screen.
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paH Che DHE SDoH OE @@

Spool Administration: List of Device Types | 186 Entries)
EFle @ a 2| o | [ romes] B eocosos
Dev., i Nami =
SAPCOMMF  Siaple SAPcoma Telofax :
SAPGOF Genoric output foraat AT
SAPEOF_E Generic output forsat  EBLOIC
ERPUIN Rel. 4. x/GAPipd 4 80+ CMLY)
SAPWINS FRel 3 BE+/5APIpd 3 08+ 150-5
EAPVINIP Obsolete dewice, use JFSAPWIN
SCREEN SAPEcript Scraen device type
ENI20TEE SN] 20EX.8 Lasér Printer
EN14A06E  Steasns/Hixdort? 4809 (EPSON)
ENIAIME  SHensns/Hixdor? 4810 [EPSON)
EN1A0MY SN 4811 M.pin (LO8SEs pmul )
ENIDGN4  Stessns/Wixdor? 9814 (EPSON)
ENIZ0M3  Steasns/Hixdort 2013
EWIN Rel 4 x/SAPIpd 4 809+ ONLY)
SWINU Unicode ABAF115ts GAFipd 6. 00+
THESCPZ  EPS0N ESC/PZ That Primter
THEAPWIM RE-Windows-Printer via SAPLPD
THEPOST  Thai Posticriph printing
TOPCALL  TOPCALL. Telefax
TEPCALLT TOPCALL: Teletex
TOPCALLY TOPCALL: Telex
TWESTT IBASSTT
TWHPLM  B® LaserJot PCL-% Trad Chinese
TNEAPVIN Bt Windows driver wia SKPLFD
TREPDET Taiwanese Posticript printing
BEPLAIN. SaPscript RDI (Unmicode)
W1Ps PostScript -Frinter
IEF SAP Gmart Foras: XGF Ausgabe
ITERME @-STUDIO20% Series RE
[0 3% @=-5TUBI0IRIB: Saries
(2158450 Jesasoocsortes
GRARON  eS4f20CSaries
TTERARL  efEGICtories
ZTEBASCN  eSbSigiories
ZTEBE%E  eSBSOUERI Series o
-
T 1
Il U [T cn) (100} =4 pdcent NS | 4

© SAP is a trademark of SAP AG.

» Select the device type file to be edited ( ZTSB45D in the above mentioned example ).
* Press “F8” to edit the selected device type file.
» Click “Formats” to view different types of formats of the selected device type file as shown in the following screen.

iaH 0@ BHRE DDLHH DR DE

| Spool Administration: Formats for Device Type ZTSB45D (Change)
@AY o0eE
Farpat WTy. Format P L Reforenceleanont 1=
R Lingés Coluans ad
TE 5 DIWa3 i SAPscript DIN A3 (Caution: Only supported by o Tew device Lypes)
[GiMAd | 5 DImes ) 3] SAPSCript B 172 * 11 paper size equivalent ([US)
BIMAS & DImag ) 3] SAPgeript DIN AS (Caution: Not defined for a1l device typesl)
EZECUTIV 5 EXECUTIV X I SAPSCript L EXECUTIVE
ENCH11 & IHERT1 4 SAPscript format for 11 inch continuows form (=86 Times at & 1pi), mo title
ENEH1 2 5 INCH12 X SAPgcript format for 12 inch continudus fors (=72 Times at & lpd)
INCH2 5 INCH2 X SAPscript 2 inch cont. fTorm (=12 Tines with 6 LP1), mo title
ENCHY & THCHY 4 SAPscript Tormat for 4 176 dnch contirmous Torm (=29 1ines at & pi), no titl
INCHAE 5 INCH4E X SAPscript format for 4 inch continuous Tors (=24 Tines at & 1pd), no title
ENCHS: 5 IHCHS 4 SAPscript 5 inch cont. Tors (=38 lines eith 6 LP1), mo title
INCHE 5 IHCHE i 4 SAPscript Tormat for & inch continuous form (=38 lines at & 1pi), no title
ENCHT & IHCHT X SAPscript format for T inch continuous Tors (=42 1inés at & 1pd), no title
ENCHE 5 INCHE 4 ] SAPscript format for & inch continuous fors (=42 Tinés at & Tpd), no title
LEGAL 5 LEGAL Iz SAPscript U5 LEGAL
LETTER & LETIER X3 SAPscript US LETTER
LINE_21 & LImE.2 X SAPscript format for 2 172 dnch contiruous form (=21 1ines ot & Tpi}, no 1itl
LINE_22 5 LIME_22 X SAPscript format for 3 273 dnch contiruous form (=22 1ines at & 1pi). no titl
T 44128 L ANY ao044  DEIZD ABAPIE 1151 AL Teast 44 rows by 120 columns
Ee_1me L ANY ao08s At ABAPFE Tist. At Teast T8 rows by 170 coluams
I_B5_ 132 L ANY Bones o132 ABAP Tist: At Teast 65 rows by 132 coluans
E_65_200 LAWY B008%  BEZED ABAP 1ist; at Teast 65 Tines with 208 coluens (ot for all device types)
85 a8 L RNY BO08%  DE2EE AERPIA 1498t AL Veast &5 rows with & saximos nustor of colusns
-] L ANT o008%  peas ABLPFE Tist: At least &5 rows by 80 coluans
I_S0_128 L ANYT ao0%S 0avza ABKP Tist: At Teast 96 roes by 128 coluans
MPER L ANY abE  pasn ABAPIE 145t; Dofauit 1ist formatting
I_SPOOLERR L ANY oongt  pesE ABRP Tist: Spooleér proflea report
ZAI_WIBE 5 ZAI_WIDE X X MBAP Tist: Spooler prodiom report
Fa-1] 5 2B KX MEAP Tist: Spooler probiem report
-] 5 288 | 38| ABAP Tist: Zpooler probles report
TCONPUTE 5 ZCOMPUTE X X AEAP 115t Spooler probiem report
[} & 2roLio X ABAP Tist: Spooler probles report
LD _ViIBE & ZLD_MIDE X I ABAP Tist: Zpooler probiem report
ZLEDGER 6 ILED&ER X X ABAP 115t Spooler prodiom report [
FLEGALTS & ZLEBALIZ X I ABAP Tist: Zpooler probiem report ‘
.T
B i
| U [EnT gy clomy o pdcent s 4

© SAP is a trademark of SAP AG.
Select the format to be edited by double clicking that format (DINA4 in the above mentioned example). The following
screen will be displayed.

32 Editing the Device Type File



| A nn ‘l- £ | [51 5
Maintain Format DJH.M for Device Type ZTSB-!ED

@@ @8 000 0

© SAP is a trademark of SAP AG.

Select the section where the PJL is to be edited from the different sections available for the format (Printer Initialization
section in the above mentioned example) by double clicking that section. The following screen will be displayed.

LeT-12345XBP L COMMENT TOSHEIBK eS4520C5eries PCLEVFIR
#5glect Color output using the command
FAFJL COMHENT DSSC PRINT RENCERHODE=COLORLF4R
Aect Grayicale output using the coasand
BFJL COMHENT DGSC PRINT RERDERNOCE=GRAYECALE\rim
FEENEEY SULo SULDUL uSIRg The command
PP COMMENT DESC PRINT RENDERNODE=AUTOVrin
#select the Tein Color output ugimg the Tolloeing oplions:
#aelect the RED color as the non-black part of the docusent
FAFJL COMHENT DS5C PRINT RERDERHODE=IKR\rim
lect the GEEEN color as the non-black part of the cocument
AL COMMENT DESC PRINT RENDERNODE=ZKE\rin
Figlect the BUUE color && The non-black part of the dsiumant
BOPJL COMMENT BSSC PRINT RENDERNODE=2KE\rin
Fialect the CYAN color & the non-black part of the dopumant
FBPAL COMAENT DSSC PRINT RENGERHODE=2KC\rin
#Gelect the MAGENTA color as the mon-black part of the document
FBFJL COMHENT DSSC FRINT RENDERHODE=ZKMirin
Figlect the YELLOW color as the non-black part of the document
FRFJL COMMENT DGSC PRINT RENDERRODE=2KTVrwn
Faelect the WHITE color as the non-black part of the documsént
FRPJL COMMENT DSSC PRINT RENDERNODE=2HWirin
Fielect the color balance ng tke Tollowing options:
10 4,
FF. 0200, 1=00, 2202, 3=03, 4=04)
1:=ﬂ’ B=00, t=01 2=012, 3=03 , 4=04)
5 2|FE 1lFF ﬂlw um ilm' BlE:i JlBI-j
FOPIL [:-MI‘IEIIT IIESJ: PRINT CB = LLEAHHAF\A
FOPIL COMMENT DSSC PRINT CB C= LLEMHHArin
#AFJL COMHENT DSSC PRINT CB M= LLFAHHYrin
FOPIL COMMENT DGSSC PRINT CB E= LLPMHHAR iR
#5elect the [mage attributes using the Tollowing options:
Mt the SREFPAESE wal n the range beteesn -4 and 4.
=FL D, -2:FE, «1=FF 0280, 1200 2202, 3203, 4=04)

© SAP is a trademark of SAP AG.
Edit the data as per the user requirement as shown in the following screen.
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Printer init.

#3elect Color output using the command
BEFJL COMMENT DSSC PRINT RENDERRODE=COLORLF YA

!!Pj. I:mEHI IiEEE. [

nu aTToning options:

ISﬂd:l u'm m :olnr at the non-black part of the dotusent

BRFIL COMMENT D5SC PRINT RENDERMODE=ZKRArin

#5elect the GEEEN color s ihe non-Dlack part of the document

FEPAL COMRENT 055G PRINT RENDERMODE=2KE\rin

#5elect the BLUE color &5 the non-black part of the doCumant

#OPIL COMRENT D550 PRINT RENDERHODE=2KBArin

#5elect the CYAN color as the non-black part of the documant

#BFJL COMRENT D55C FRINT RENDERHODE=ZKCArin

#58lect the MUBENTA colér as tha mon-black part of the document

#BFJL COMRENT DSSC FRINT RENDERHODE=IKRArin

#5elect the YELLOW coler as the non-black part of the docusent

#EPJL COMMENT DSSC PRINT RENDERMOCE=ZKYYrin

#5elect the WHITE color &8 the non-black part of the Socussnt

FEPIL COMMENT DSSC PRINT HENDERMODE=2KNArin

#iglect the color balance using the Tollowing options:

FRange of the valwk 18 fron -4 Lo 4.

B(LOW-LL: =R8FG, =39FD, -28FE, -15FF 0206, 1801,

#medius-HH: -4=FG-.-3=FD.-2-FE -1=FF (=00, 1=

B{High-HH. «4=FC,3=F0, «2=FE,-1=FF 0=08,1=

#BPJL COMRENT D55C PRINT CB Y= LLEHHH\FAn

FOPAL COMMENT OS5C PRINT CB C= LLMMHHAFAR

BRFIL COMMENT D5SC PRINT CB Ms LLERHHArin

FOPJL COMHENT DSSC PRINT CB K= LLMMHHAFAR

#5elect the [mage attributes using the following options:

#sglect the Sharpaess walue in the range betwesn -4 and 4.

#(22: -4=FC,-3=FD, -2=FE, -1=FF 0=08 1=01 2=02, 3=03, 4=04)

#BFJL COMRENT D550 PRINT SHARPHESS=ZIVrin

#oelect the Brightress value in the range betesen -4 snd 4
#(2I «4=FC, «3=FD, 2=FE, -12FF 0=08, 1200 2202 3203, 4=04)
aoEu_rosuciv nccl sorut pprcdrucs

THESL=FTiotn

=02, 3003, 4504}
2=02,3=00, 4=04)
L2202, 3203, 4=04)

= U7t

© SAP is a trademark of SAP AG.

Suppose if the user wants to select the RENDERMODE value as GRAYSCALE instead of the default value AUTO, then

* Insert the comment(#) for the pj RENDERMODE=AUTO.
* Remove the comment (#) for the pjl RENDERMODE=GRAYSCALE.

Press “SAVE”. The following screen will be displayed.
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Again Press “SAVE”, the following screen will be displayed.

3 1H eoa L AN OHn EE @
Maintain Format DINA4 for Device Type ZTSB45D
[ E®| 000D

© SAP is a trademark of SAP AG.

The edited data will be saved in the selected format (DINA4).
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TOSHIBA eS4520C Series Specific Features and Configuration

H Background Adjustment Selection

Following PJL would be used to achieve background adjustment selection:
Background Adjustment value is in the range between -4 and 4.

@PJL COMMENT DSSC PRINT BACKGROUND ADJUSTMENT=ZZ\r\n
(ZZ: -4=FC,-3=FD,-2=FE,-1=FF,0=00,1=01,2=02,3=03,4=04)

Suppose if the user wants to select the background adjustment value as 4, then the Background adjustment pjl would be

@PJL COMMENT DSSC PRINT BACKGROUND ADJUSTMENT=04\r\n
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